ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

312
SERIES
362/562

Features
¢ Ideal for valve automation for the oil and gas market
* Reliable, robust design with high flow performance

* Corrosion Resistant - 316L Stainless Steel valve materials
make it ideal for offshore and harsh environments

* Solenoid options with Factory Sealed Leads reduces
installation time

* Explosion-proof solenoid options

o ATEX & IECEx, UL and CSA global approval options
for hazardous locations

* Rated for air, inert gas and sweet dry natural gas
* SIL 3 Capable options
* Manual override option

Construction
Valve Parts in Contact with Fluids

Body 316L Stainless Steel, Brass

Spring Cobalt Alloy

Seals FKM (standard), Low Temp NBR (optional)

Core and Plugnut 430F Stainless Steel

Spool 316L Stainless Steel
Electrical

Solenoid Options Insulation Class Wattage Spare Coil Part Number
Intrinsically Safe H 0.48 W 298006
Ultra Low Power Explosionproof F/H 0.55/0.7 W 274714/274914
Ultra Low Power General Purpose F/H 0.55/0.7 W 238710/238910
Ultra Low Power DIN F 055 W 238712
Intrinsically Safe DIN H 048 W 298008
E'::;:‘;‘I“;:'r'goi:ha““"d H 12t015W 250404
B I
Standard Low Power F/H 14WA1.8W 274714/274914
Compact Low Power F 1.8W 437962
Standard AC F/H 101 W 274614/274814
Standard DC F/H 11.6 W 274714/274914
Stainless Steel Encapsulated F 1.8W 505434
Surge Suppression F/FH 0.75/1.7/2.0 W | 276007/276007/523130

IMPORTANT: Supervisory & leakage current above the drop out current listed will cause improper
operation. Consult your local ASCO sales office for additional assistance.

Coil Resistance
Voltage Min. Drop Out at 68°F (20°C)
Description Wattage (DC) Pull In (mA) (mA) (Ohms)
12V 34.0 3.63 255
24V 17.0 1.80 1025
Ultra Low Power 0.55 W
48V 8.5 0.91 4080
125V 3.2 0.34 27,400
12V 83.5 13.9 102
Standard Low Power 14W
24V 42.0 7.0 410
12V 95.0 20.0 80
Compact Low Power 1.8W
24V 47.0 10.0 320
Stainless Steel 18W 12V 99.0 18.0 80
Encapsulated ' 24V 47.0 10.0 320

Minimum Ambient/Fluid Temp.*
Brass Stainless Steel

FKM: -4°F (-20°C) -4°F (-20°C)

NBR: -40°F (-40°C) -40°F (-40°C)

Note: Low Temperature option for all manual
component options: -20°F to 200°F (-29°C to 93°C)
*See next page for solenoid temperature ranges.
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Solenoid Enclosures

Standard: Explosionproof and Watertight, Types 4X, 6, & 6P.
Refer to Engineering Section for fluid and temp. compatibility.

Approvals

Solenoid Only:

UL and CSA certified for Class I, Div. 1 locations - (except General
Purpose and Electronically Enhanced voltage ranging)

UL and CSA certified for Class I, Div. 2 (Explosion-Proof Electronically
Enhanced voltage ranging and JS2D Junction Box)

ATEX, IECEx: Ex db mb - All Solenoid except Compact
Low Power and Stainless Steel Encapsulated

ATEX, IECEx: Ex db: Stainless Steel Encapsulated Solenoid
ATEX, IECEx: Ex eb mb: JS2D Junction Box

SIL 3 Capable options (Excludes manual lever reset
constructions)

Refer to Engineering for details.

Important

These solenoid valves are intended for use on clean dry air, inert
gas, or sweet dry natural gas filtered to 40 micron or better. The
dew point of the media should be at least 10°C (18°F) below the
minimum temperature to which any portion of the air, inert gas or
sweet dry natural gas system could be exposed to prevent freezing.
If lubricated air is used, the lubricants must be compatible with FKM
and LT NBR elastomers. Instrument air in compliance with ANSI/ISA
Standard 7.0.01-1996 exceeds the above requirements and is,
therefore, an acceptable media for these valves.

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726
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iéi.Es ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Solenoid Derivatives

Watts Ambient Temp./Fluid AC Ambient Temp./Fluid DC
Solenoid Operator AC DC Min .°F (°C) Max. °F (°C) Min. °F (°C) Max. °F (°C)
Solenoid
by 131 (55) For 1.6 W
EV 14 -4 (-20) FKM -4 (-20) FKM or 1
. . 10.1 1.7* 125 (52) 140 (60) For 1.4 W and 1.7 W
Explosion-Proof Solenoid 055 -40 (-40) LT NBR -40 (-40) LT NBR 149 (65) For 0.55 W and 0.75 W
EVHT 11.6 131 (55) For 11.6 W
High Temperature 10.1 20 ) 4(-)4(-(;%()))L§'Kl\'l\/I|3R 140 (60) ) 4(-)4(—(;1-%)()))L?KNMBR 176 (80) For 1.8 W and 2.0 W ©
Explosion-Proof Solenoid 0.7 176 (80) For 0.7 W
-4 (-20) FKM
Compact Low Power - 1.8 - - -40 (-40) LT NBR 200 (93)
Intrinsically Safe (IS) -4 (-20) FKM
(Conduit) | 048 . ; -40 (-40) LT NBR 149 (65)
Electronically Enhanced 140 (60) - Max
Voltage Ranging 1.2t01.5|1.2t0 15 -4 (-20) FKM & -40 (-40) LT NBR - Min
General Purpose
Electronically Enhanced
. 140 (60) - Max
Vullagg Ranging . 12t015|12t01.5 -4 (-20) FKM & -40 (-40) LT NBR - Min
Explosion-Proof - Div. 2
A -4 (-20) FKM
Intrinsically Safe DIN (ISSC) - 0.48 - - -40 (-40) LT NBR 149 (65)
; 11.6 131 (55) For 11.6 W
gIN CDlngecuun 101 1a -464 f;%O)L:_K'\z\/IIBR 125 (52) -464 -(;1%O)L$KNNEI3R 140 (60) For 1.4 W
eneral Furpose 0.55 (-40) (-40) 149 (65) For 0.55 W
e 11.6 0 Al 131 (55) For 11.6 W
il ed-Hat I Solenoid (Conduit) 0.55 149 (65) For 0.55 W
General Purpose 1.6 131 (55) For 11.6 W
High Temperature (Class H) 10.1 1.8 i 464(.(:1%()))|_:'K|\7||3R 140 (60) } 464(.(;1%()))|_FrKN’\gR 176 (80) For 1.8 W
Red-Hat Il Solenoid (Conduit) 0.7 176 (80) For 0.7 W
Stainless Steel Encapsulated
22mm coil - 1.8 - - -4 (-20) FKM 194 (90)
Explosion-Proof, Div. 1
e 115 (46) (ATEX, IECEX) & 131 (55) (UL, CSA) For 11.6 W
- 1.4 4 4 (. . , .
il 9820 . 10.1 1.7* 4 (-20) FKM 125 (52) 4 (-20) FKM 140 (60) For 1.4 W and 1.7 W
% | Class |, Div. 2 Junction Box 055 | "40(-40)LTNBR 40 (40) LT NBR 149 (65) For 0.55 W and 0.75 W
y 0.75
. JSIs
s . -4 (-20) FKM
<4 | Intrinsically Safe - Class I, - 0.48 - - 149 (65)
-40 (-40) LT NBR
# | Div.1 & 2 Junction Box 0 (40)
11.6
oty JBEF 1.4 131 (55) For 11.6 W
Class 1, Div. 1 10.1 1.7 ) 4(-)4(-(;1%()))L$Kl\'lvll3R 125 (52) } 464(_("‘%?)£KNN$R 140 (60) For 1.4 W
Junction Box 8-?; 149 (65) For 0.55 W
) JBEFHT 1.6 131 (55) For 11.6 W
ﬁ Class I, Div. 1 (Class H) 10.1 20 ) 464(-(;1%()));'(1\'1\/1'% 140 60) | _ 464(_("‘%?);’(,\‘”!5'4 165 (74) For 1.8 W and 2.0 W
High-Temperature Junction Box 0.7 176 (80) For 0.7 W

@ 165 (74) (ATEX, IECEx) for LTNBR versions only. FKM - Standard version with FKM seals; LTNBR - Low Temperature NBR version. *Surge suppression.
Note: For additional constructions, please visit the 362/562 configurator at www.asco.com.

How to order 8 362 A1 01 H1 11 2 F1

Connection Type
8=NPT

Product Series
362 = 3 way for Process Automation
562 = 4 way for Process Automation

(See configurator available at www.asco.com)
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SERIES
Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562
Specifications English units (Metric)
Main Operating External Max.
Pipe Pressure Differential Pilot Pressure Fluid Product
Size Base Catalog Number ©® Solenoid Flow psi (bar) @ psi (bar) @ Temp. ® Weight Const.
(in) | Stainless Steel | Brass Function ® Ori i Cv (Kv) Min. | Max. Min. | Max. °F(°C) Ibs (kgs) Ref.
3/2 - Normally Closed / Internally Piloted
1/4" | 8362A101H181 - Single Solenoid/Spring Return Straight 20(1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 213(097) | 1
1/4" | 8362A102H181 - Single Solenoid,Palm Button /Spring Return Straight 2.0(1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 2.33(1.06) 2
1/4" | 8362A104H181 - Single Solenoid With Latching/Spring Return Straight 2.0(1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 2.38(1.08) 3
1/4" | 8362A105H181 - Single Solenoid, Palm Button With Latching/Spring Return Straight 20(1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 2.4(1.09) 4
1/4" | 8362A102H181 - Single Solenoid,Palm Button /Spring Return 90" Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 2.79(1.27) 6
1/4" | 8362A104H181 - Single Solenoid With Latching/Spring Return 90° Solenoid | 2.0 (1.7) | 25 (1.7) | 150 (10.3) - - 200 (93) | 3.52(16) 7
1/4" | 8362A105H181 - Single Solenoid, Palm Button With Latching/Spring Return 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 3.45(1.57) 8
1/4" | 8362A101H181 - Single Solenoid/Spring Return 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 2.84(1.29) 5
1/4" - 8362BA0TH181 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) - - 200 (93) | 2.02(0.92) 39
1/4" | 8362A141H181 - Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 2.0 (1.7) | 25(1.7) [ 150 (10.3) - - 200 (93) | 3.88(1.76) 33
1/4" - 8362BA41H181 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) | 25(1.7) | 150 (10.3) - - 200 (93) | 3.10(1.41) 35
1/4" | 8362A161H181 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 3.88(1.76) 33
1/4" - 8362BA61H181 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.10(1.41) 35
1/4" | 8362A181H181 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0 (1.7) | 25(1.7) [ 150 (10.3) - - 200 (93) | 3.88(1.76) 33
1/4" - 8362BA81H181 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) | 40 (2.8) [ 150 (10.3) - - 200 (93) | 3.10(1.41) 35
3/8" | 8362A201H181 - Single Solenoid/Spring Return 90° Solenoid | 4.8 (4.1) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.42(1.55) 25
3/8" | 8362A241H181 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.8 (4.2) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
3/8" | 8362A261H181 - Solenoid Spring Return, Latches In Energized Position 90" Solenoid | 4.8 (4.2) | 40(2.8) [ 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
3/8" | 8362A281H181 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 4.8 (4.2) | 40(2.8) | 150 (10.3) . - 200 (93) | 3.24 (1.47) 37
3/8" - 8362AC0TH181 Single Solenoid/Spring Return 90° Solenoid | 4.0 (3.4) | 40(2.8) [ 150 (10.3) - - 200 (93) | 4.02(1.82) 25
3/8" - 8362AC41H181 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.80(1.72) 37
3/8" - 8362AC61H181 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.80(1.72) 37 w
3/8" - 8362AC81H181 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90" Solenoid | 4.0 (3.5) | 40(2.8) [ 150 (10.3) - - 200 (93) | 3.80(1.72) 37 (=]
1/2" | 8362A301H181 - Single Solenoid/Spring Return 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.36(1.52) 25 E
1/2" | 8362A341H181 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37 ‘I-;J,
1/2" | 8362A361H181 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37 —
1/2" | 8362A381H181 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 5.6 (4.8) | 40(2.8) [ 150 (10.3) - - 200 (93) | 3.24 (1.47) 37 =
172" - 8362AD0TH181 Single Solenoid/Spring Return 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) - - 200 (93) | 391(1.77) | 25 (]
1/2" - 8362AD41H181 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.80(1.72) 37 33
172" - 8362AD61H181 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.80(1.72) 37
172" - 8362AD81H181 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90" Solenoid | 5.0 (4.3) | 40(2.8) [ 150 (10.3) - - 200 (93) | 3.80(1.72) 37
3/4" | 8362A401H181 - Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) - - 200 (93) | 10.76 (4.88) | 29
3/4" - 8362AE01H181 Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) - - 200 (93) 11.9 (5.4) 29
1" | 8362A501H181 - Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) | 150 (10.3) - - 200 (93) | 1045 (4.74) | 29
1 - 8362AF01H181 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) | 150 (10.3) - - 200(93) | 11.48(5.21) | 29
3/2 - Normally Closed / Externally Piloted
1/4" | 8362A101H101 - Single Solenoid/Spring Return Straight 2.0(1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 2.02 (0.92) 1
1/4" | 8362A102H101 - Single Solenoid,Palm Button /Spring Return Straight 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 2.33(1.06) | 2
1/4" | 8362A104H101 - Single Solenoid With Latching/Spring Return Straight 2.0(1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 2.38 (1.08) 3
1/4" | 8362A105H101 - Single Solenoid, Palm Button With Latching/Spring Return Straight 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 2.4 (1.09) 4
1/4" | 8362A102H101 - Single Solenoid,Palm Button /Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) [ 200 (93) | 2.79 (1.27) 6
1/4" | 8362A104H101 - Single Solenoid With Latching/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 3.52 (1.6) 7
1/4" | 8362A105H101 - Single Solenoid, Palm Button With Latching/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) [ 25 (1.7) | 150 (10.3) | 200 (93) | 3.45(1.57) 8
1/4" | 8362A101H101 - Single Solenoid/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 2.84(129) | 5
1/4" - 8362BA0TH101 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) | 200 (93) | 2.02 (0.92) 39
1/4" | 8362A141H101 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid [ 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA41H101 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) 0 150 (10.3) [ 25 (1.7) | 150 (10.3) | 200 (93) | 3.10(1.41) 35
1/4" | 8362A161H101 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA61H101 Solenoid Spring Return, Latches In Energized Position 90" Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.10 (1.41) 35
1/4" | 8362A181H101 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA81H101 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.10(1.41) 35
3/8" | 8362A201H101 - Single Solenoid / Spring return 90° Solenoid | 4.8 (4.1) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.42(1.55) 25
3/8" | 8362A241H101 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.8 (4.2) 0 200 (13.8) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.24 (1.47) 37
3/8" | 8362A261H101 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.8 (4.2) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.24 (1.47) 37
3/8" | 8362A281H101 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 4.8 (4.2) 0 200 (13.8) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.24 (1.47) 37
3/8" - 8362AC01H101 Single Solenoid / Spring return 90° Solenoid | 4.0 (3.4) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 4.02(1.82) 25
3/8" - 8362AC41H101 Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80(1.72) 37
3/8" - 8362AC61H101 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80(1.72) 37
3/8" - 8362AC81H101 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80(1.72) 37
1/2" | 8362A301H101 - Single Solenoid / Spring return 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.36 (1.52) 25
1/2" | 8362A341H101 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.24 (1.47) 37
1/2" | 8362A361H101 - Solenoid Spring Return, Latches In Energized Position 90" Solenoid | 5.6 (4.8) 0 200 (13.8) | 40 (2.8) [ 150 (10.3) | 200 (93) | 3.24 (1.47) 37
1/2" | 8362A381H101 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40 (2.8) [ 150 (10.3) | 200 (93) | 3.24 (1.47) 37
1/2" - 8362AD01TH101 Single Solenoid / Spring return 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.91(1.77) 25
172" - 8362AD41H101 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80(1.72) 37
172" - 8362AD61H101 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
12" - 8362AD81H101 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.80(1.72) 37
3/4" | 8362A401H101 - Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 10.86 (4.93) | 29
3/4" - 8362AE0TH101 Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200(93) | 11.9(5.4) 29
1" | 8362A501H101 - Single Solenoid/Spring Return 90" Solenoid | 15.5 (13.4) 0 200 (13.8) | 50 (3.4) [ 150 (10.3) | 200 (93) | 10.58 (4.8) 29
1" - 8362AF01H101 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 11.48(5.21) | 29
@ Please refer to the How to Order section to complete base catalog number selection. @ 1/4", 3/8", and 1/2" brass and stainless steel valves can be used as selector valves with two different input pressures with no
@ MOPD values specified are for Compact Low Power versions (1.8 W). change to existing ratings. 3/4" and 1" valves can be used as selectors with LTNBR versions limited to -31°F (-35°C). In a selector
Please visit our website to obtain MOPD’s per all solenoid types. valve, one pressure is applied to Port 1 and another pressure applied to Port 3. Operating the valve allows the user to select
® Maximum fluid temperature cannot exceed solenoid fluid temperature. which input pressure will flow through Port 2. Port 2 will always be pressurized. Consult 1&M sheet for more information.
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iéi.Es ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Specifications English units (Metric)

Main Opgrating_ i External Max
Pipe Pressure Differential Pilot Pressyre Fluid Product
Size Base Catalog Number ©® Solenoid Flow psi (bar) @ psi (bar) @ Temp. ® Weight Const.
(in) | Stainless Steel | Brass Function @ Oril i Cv (Kv) Min. | Max. Min. Max. °F(°C) Ibs (kgs) Ref.
3/2 - Normally Open / Inlernally Piloted
1/4" | 8362A101H191 Single Solenoid/Spring Return Straight 2.0(1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.02(0.92) 1
1/4" | 8362A102H191 - Single Solenoid,Palm Button /Spring Return Straight 20(1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.33 (1.06) 2
1/4" | 8362A104H191 - Single Solenoid With Latching/Spring Return Straight 2.0(1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.38 (1.08) 3
1/4" | 8362A105H191 - Single Solenoid, Palm Button With Latching/Spring Return Straight 2.0(1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.4 (1.09) 4
1/4" | 8362A102H191 - Single Solenoid,Palm Button /Spring Return 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.79 (1.27) 6
1/4" | 8362A104H191 - Single Solenoid With Latching/Spring Return 90° Solenoid | 2.0 (1.7) | 25 (1.7) | 150 (10.3) B 200 (93) | 352 (1.6) 7
1/4" | 8362A105H191 - Single Solenoid, Palm Button With Latching/Spring Return 90° Solenoid | 2.0 (1.7) | 25 (1.7) | 150 (10.3) - 200 (93) | 345(157) | 8
1/4" | 8362A101H191 - Single Solenoid/Spring Return 90" Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 2.84 (1.29) 5
/4" - 8362BA0THT91 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) B 200 (93) | 2.02(0.92) | 39
1/4" | 8362A141H191 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) [ 25(1.7) | 150 (10.3) - 200 (93) | 3.88 (1.76) 33
1/4" B 8362BA41H191 Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 1.8 (1.55) | 25(1.7) | 150 (10.3) - 200 (93) | 3.10(1.41) 35
1/4" | 8362A161H191 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA61H191 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.10(1.41) 35
1/4" | 8362A181H191 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0 (1.7) | 25(1.7) | 150 (10.3) - - 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA81H191 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.10(1.41) 35
3/8" | 8362A201H191 - Single Solenoid/Spring Return 90° Solenoid | 4.8 (4.1) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.42(155) | 25
3/8" | 8362A241H191 B Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.8 (4.1) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
3/8" | 8362A261H191 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.8 (4.1) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
3/8" | 8362A281H191 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 4.8 (4.1) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
3/8" - 8362AC0TH191 Single Solenoid/Spring Return 90° Solenoid | 4.0(3.4) | 40(2.8) | 150 (10.3) - - 200 (93) | 4.02 (1.82) 25
3/8" - 8362AC41H191 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.0(3.4) | 40(2.8) | 150 (10.3) - - 200 (93) | 1.72(3.80) 37
3/8" - 8362AC61H191 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.4) | 40(2.8) | 150 (10.3) - - 200 (93) | 1.72 (3.80) 37
1) 3/8" - 8362AC81H191 [ Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90" Solenoid | 4.0 (3.4) | 40(2.8) | 150 (10.3) - - 200 (93) | 1.72(3.80) 37
; 1/2" | 8362A301H191 - Single Solenoid/Spring Return 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.36 (1.52) 25
(=} 1/2" | 8362A341H191 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
- 1/2" | 8362A361H191 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
m 1/2" | 8362A381H191 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90" Solenoid | 5.6 (4.8) | 40 (2.8) | 150 (10.3) - - 200 (93) | 3.24 (1.47) 37
-l | 12 - 8362AD0TH191 Single Solenoid/Spring Return 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) B B 200 (93) | 391 (1.77) | 25
g 172" - 8362AD41H191 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40(2.8) | 150 (10.3) - - 200 (93) | 1.72(3.80) 37
m 172" - 8362AD61H191 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) - - 200 (93) | 1.72(3.80) 37
172" - 8362AD81H191 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.0 (4.3) | 40(2.8) | 150 (10.3) - - 200 (93) | 1.72 (3.80) 37
3/4" | 8362A401H191 - Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) - - 200 (93) | 10.76 (4.88) | 29
3/4" - 8362AE0TH191 Single Solenoid/Spring Return 90" Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) - - 200 (93) | 11.9(5.4) 29
1" | 8362A501H191 - Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) [ 150 (10.3) - - 200 (93) | 10.45 (4.74) 29
1 - 8362AF01H191 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) | 150 (10.3) - - 200 (93) | 11.48 (5.21) | 29
3/2 - Normally Open / Externally Piloted
1/4" | 8362A101H111 Single Solenoid/Spring Return Straight 2.0(1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.02 (0.92) 1
1/4" | 8362A102HT11 - Single Solenoid,Palm Button /Spring Return Straight 20 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.33 (1.06) | 2
1/4" | 8362A104HT11 - Single Solenoid With Latching/Spring Return Straight 20 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.38(1.08) | 3
1/4" | 8362A105H111 - Single Solenoid, Palm Button With Latching/Spring Return Straight 2.0(1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.4 (1.09) 4
1/4" | 8362A102H111 - Single Solenoid,Palm Button /Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.79 (1.27) 6
1/4" | 8362A104H111 - Single Solenoid With Latching/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 3.52 (1.6) 7
1/4" | 8362A105H111 - Single Solenoid, Palm Button With Latching/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 3.45 (1.57) 8
1/4" | 8362A101H111 - Single Solenoid/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 2.84 (1.29) 5
1/4" - 8362BA0THT11 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) | 200 (93) | 2.02(092) | 39
1/4" | 8362A141H111 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA41H111 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 25 (1.7) | 150 (10.3) | 200 (93) | 3.10 (1.41) 35
1/4" | 8362AT61H111 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 3.88 (1.76) | 33
1/4" - 8362BA61H111 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.10 (1.41) 35
1/4" | 8362A181H111 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.8) | 150 (10.3) | 200 (93) | 3.88 (1.76) 33
1/4" - 8362BA8TH111 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 40 (2.8) | 150 (10.3) [ 200 (93) | 3.10 (1.41) 35
3/8" | 8362A201H111 - Single Solenoid/Spring Return 90° Solenoid | 4.8 (4.1) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.42 (1.55) 25
3/8" | 8362A241H111 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.8 (4.1) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.24 (1.47) 37
3/8" | 8362A261H111 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.8 (4.1) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.24 (1.47) 37
3/8" | 8362A281H111 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90" Solenoid | 4.8 (4.1) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.24 (1.47) 37
3/8" - 8362ACOTH111 Single Solenoid/Spring Return 90° Solenoid | 4.0 (3.4) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 4.02 (1.82) 25
3/8" - 8362AC41H111 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.0 (3.4) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
3/8" - 8362AC61H111 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.4) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
3/8" - 8362AC81H111 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 4.0 (3.4) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
1/2" | 8362A301H111 - Single Solenoid/Spring Return 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.36 (1.52) 25
1/2" | 8362A341H111 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.24 (1.47) 37
1/2" | 8362A361H111 - Solenoid Spring Return, Latches In Energized Position 90" Solenoid | 5.6 (4.8) 0 200 (13.8) | 40(2.8) [ 150 (10.3) | 200 (93) | 3.24 (1.47) 37
1/2" | 8362A381H111 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.6 (4.8) 0 200 (13.8) | 40(2.8) | 150 (10.3) [ 200 (93) | 3.24 (1.47) 37
172" - 8362AD0THT11 Single Solenoid/Spring Return 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40 (2.8) | 150 (10.3) | 200 (93) | 3.91 (1.77) | 25
1/2" B 8362AD41H111 Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 5.0 (4.3) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
12" - 8362AD61H111 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
1/2" - 8362AD81H111 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.0 (4.3) 0 200 (13.8) | 40(2.8) | 150 (10.3) | 200 (93) | 3.80 (1.72) 37
3/4" | 8362A401H111 - Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 10.86 (4.93) | 29
3/4" - 8362AE0TH111 Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 11.9(5.4) 29
1" | 8362A501H111 - Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 1058 (4.8) | 29
1 - 8362AF0TH111 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) 0 200 (13.8) | 50 (3.4) | 150 (10.3) | 200 (93) | 11.48 (5.21) | 29
@ Please refer to the How to Order section to complete base catalog number selection. @ 1/4", 3/8", and 1/2" brass and stainless steel valves can be used as selector valves with two different input pressures with no
@ MOPD values specified are for Compact Low Power versions (1.8 W). change to existing ratings. 3/4" and 1" valves can be used as selectors with LTNBR versions limited to -31°F (-35°C). In a selector
Please visit our website to obtain MOPD’s per all solenoid types. valve, one pressure is applied to Port 1 and another pressure applied to Port 3. Operating the valve allows the user to select
® Maximum fluid temperature cannot exceed solenoid fluid temperature. which input pressure will flow through Port 2. Port 2 will always be pressurized. Consult I& M sheet for more information.

&
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ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4'

- 1" NPT

312
SERIES
362/562

Specifications English units (Metric)

Main Op_erating_ : External Max
Pie Pressure leler:nhal Pilot Pressure Fluid PrDl:lllcl
Size Base Catalog Number © Solenoid Flow psi (bar) @ psi (bar) @ Temp. ® Weight Const.
(in) | Stainless Steel | Brass Function @ Ori i Cv (Kv) Min. | Max. Min. | Max. F(C) Ibs (kgs) Ref.
3/2 - Normally Closed Detent/Internally Piloted
1/4" | 8362A103H1D1 | - Single Solenoid, Palm Button/Manual Return [ staight | 20(1.7) [25(1.8) [150(103) [ - | [200(93) [ 251 22
1/4"| 8362A103H1D1 | - Single Solenoid, Palm Button/Manual Return | 90" Solenoid | 2.0 (17) [25(1.8) [150 (10.3) [ - ] 200 (93) [ 251 18
3/2 - Normally Closed Detent/Externally Piloted
1/4" | 8362A103H141 | - [ Single Solenoid, Palm Button/Manual Return [ staight [ 20(1.7) [ 0 [150(10.3) | 25(1.8) [ 150 (10.3) [ 200 (9 ) [ 251 22
1/4"| 8362A103H141 | - Single Solenoid, Palm Button/Manual Return | 90" Solenoid [ 2.0(1.7) [ 0 [ 150(10.3) | 25 (1.8) [ 150 (10.3) [ 200 (93) [ 2.5 18
3/2 - Normally Open Detent/Internally Piloted
1/4" | 8362A103H1ET | - Single Solenoid, Palm Button/Manual Return [ straight [ 20(1.7) [25(18) [ 150 (103) [ - | [200(93) [ 251 22
1/4" | 8362A103H1ET | Single Solenoid, Palm Button/Manual Return [ 90" Solenoid | 2.0(1.7) [25(1.8) [ 150 (10.3) | - | 200 (93) [ 251 18
3/2 - Normally Open Detent/Externally Piloted
1/4" | 8362A103H151 | Single Solenoid, Palm Button/Manual Return [ straight [ 20(1.7) [ 0 [150(10.3) [ 25(1.8) [ 150 (10.3) [ 200 (93) [  2.51 22
1/4" | 8362A103H151J [ Single Solenoid, Palm Button/Manual Return | 90" Solenoid | 2.0(1.7) [ 0 [ 150 (10.3) | 25 (1.8) [ 150 (10.3) [ 200 (93) | 251 18
3/2 - Detent/Internally Piloted
1/4" | 8362A106H1G1 Dual Solenoid Straight 2.0 (1.7) | 15(1.0) | 150 (10.3) - - 200 (93) 4.49 1
1/4" | 8362A106H1G1 - Dual Solenoid 90° Solenoid | 2.0 (1.7) [ 15(1.0) | 150 (10.3) - - 200 (93) 4.49 12
/4" E 8362BA06H1G1 Dual Solenoid 90° Solenoid | 1.8 (1.55) | 15 (1.0) | 150 (10.3) - B 200 (93) | 3.67 (1.67) | 41
3/2 - Detent/Externally Piloted
1/4" | 8362A106H171 Dual Solenoid Straight 2.0 (1.7) 0 150 (10.3) .0) | 150 (10.3) | 200 (93) 4.49 11
1/4" | 8362A106H171 - Dual Solenoid 90° Solenoid | 2.0 (1.7) 0 150 (10.3) .0) | 150 (10.3) | 200 (93) 4.49 12
/4 8362BA0GH1G1 Dual Solenoid 90° Solenoid | 1.8 (1.55) 0 150 (10.3) - 200 (93) | 3.67 (1.67) | 41
5/2 - Imernally Piloted
1/4" | 8562A101H1C1 Single Solenoid/Spring Return Straight 2.0(1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 3.61(1.64) 13
1/4" | 8562A102H1C1 Single Solenoid,Palm Button /Spring Return Straight 2.0(1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 3.92 (1.78) 14
1/4" | 8562A104H1C1 Single Solenoid With Latching/Spring Return Straight 20(17) | 25(1.8) | 150 (10.3) | N/A N/A 200 (93) | 3.96(1.8) | 15 w
1/4" | 8562A105H1C1 Single Solenoid, Palm Button With Latching/Spring Return Straight 2.0(1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 3.99 (1.81) 16 =]
1/4" | 8562A102H1C1 Single Solenoid,Palm Button /Spring Return 90" Solenoid | 2.0 (1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 4.38 (1.99) 18 E
1/4" | 8562A104H1C1 Single Solenoid With Latching/Spring Return 90° Solenoid | 2.0(1.7) | 25(1.8) | 150 (10.3) | N/A N/A 200 (93) | 5.11(232) | 19 o
1/4" | 8562A105H1C1 - Single Solenoid, Palm Button With Latching/Spring Return 90" Solenoid | 2.0 (1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 5.04 (2.29) 20 -
1/4" | 8562A10THICA - Single Solenoid/Spring Return 90" Solenoid | 2.0 (1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 4.43(201) | 17 :—ﬁ
/4" - 8562BA01H1C1 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) | N/A N/A 200 (93) | 2.55(1.16) | 40 P
1/4" | 8562A141H1C1 . Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 2.0 (1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 4.06 (1.84) 34 72}
1/4" - 8562BA41H1C1 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) | 25 (1.7) | 150 (10.3) N/A N/A 200 (93) | 3.52 (1.60) 36
1/4" | 8562A161H1C1 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 4.06 (1.84) 34
1/4" - 8562BA61H1C1 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) | 40 (2.8) | 150 (10.3) N/A N/A 200 (93) | 3.52 (1.60) 36
1/4" | 8562A181H1C1 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0(1.7) | 25(1.8) | 150 (10.3) N/A N/A 200 (93) | 4.06 (1.84) 34
1/4" - 8562BA81H1C1 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) | 40(2.8) | 150 (10.3) N/A N/A 200 (93) | 3.52 (1.60) 36
3/8" | 8562A201H1C1 - Single Solenoid/Spring Return 90° Solenoid | 4.8 (4.2) | 40(2.8) | 150 (10.3) NA NA 200(93) | 3.98(1.8) 26
3/8" | 8562A241H1C1 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.8 (4.2) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 3.75(1.70) 38
3/8" | 8562A261H1CI - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.8 (42) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 3.75 (1.70) | 38
3/8" | 8562A281H1C1 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90" Solenoid | 4.8 (4.2) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 3.75(1.70) 38
3/8" - 8562AC01H1C1 Single Solenoid/Spring Return 90" Solenoid | 4.0 (3.5) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 4.72 (2.14) 26
3/8" - 8562AC41H1C1 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 4.58 (2.08) 38
3/8" - 8562AC61H1CT Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 458 (2.08) | 38
3/8" - 8562AC81H1C1 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 4.0 (3.5) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 4.58 (2.08) 38
1/2" | 8562A301HICI - Single Solenoid/Spring Return 90° Solenoid | 5.6 (4.8) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 3.87 (1.75) | 26
1/2" | 8562A341H1C1 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 3.75(1.70) 38
1/2" | 8562A361H1C1 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.6 (4.8) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 3.75(1.70) 38
1/2" | 8562A381H1C1 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.6 (4.8) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 3.75(1.70) 38
172" - 8562AD0TH1C1 Single Solenoid/Spring Return 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 455 (2.06) | 26
1/2" - 8562AD41H1C1 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40(2.8) | 150 (10.3) NA NA 200 (93) | 4.58 (2.08) 38
12" - 8562AD61H1C1 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 4.58 (2.08) 38
172" - 8562AD81H1CT | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.0 (4.3) | 40 (2.8) | 150 (10.3) NA NA 200 (93) | 4.58 (2.08) 38
3/4" | 8562A401H1C1 - Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) N/A N/A 200 (93) | 13.92(6.31) | 30
3/4" - 8562AE01H1C1 Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) | 50 (3.4) | 150 (10.3) N/A N/A 200 (93) | 15.5(7.03) 30
1" | 8562A501H1CI - Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) | 150 (10.3) | N/A N/A 200 (93) | 13.41(6.08) | 30
1" - 8562AF01H1C1 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) | 50 (3.4) | 150 (10.3) N/A N/A 200 (93) | 14.82 (6.72) [ 30
3/8" | 8362A206H1C1 - Dual Solenoid 90° Solenoid | 4.8 (4.1) | 20(1.4) | 150 (10.3) NA NA 200 (93) | 4.56 (2.06) 27
3/8" - 8362AC06H1C1 Dual Solenoid 90° Solenoid | 4.0 (3.4) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 5.04 (2.28) | 27
1/2" | 8362A306H1C1 - Dual Solenoid 90° Solenoid | 5.6 (4.8) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 4.49 (2.03) 27
1/2" - 8362AD06H1C1 Dual Solenoid 90° Solenoid | 5.0 (4.3) | 20(1.4) | 150 (10.3) NA NA 200 (93) | 4.93(2.23) 27
3/8" | 8562A206H1CT - Dual Solenoid 90° Solenoid | 4.8 (4.1) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 5.12(2.32) | 28
3/8" - 8562AC06H1CT Dual Solenoid 90° Solenoid | 4.0 (3.4) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 5.74(26) | 28
172" | 8562A306H1C1 - Dual Solenoid 90° Solenoid | 5.6 (4.8) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 5.01(2.27) | 28
172" - 8562AD06H1CT Dual Solenoid 90° Solenoid | 5.0 (4.3) | 20 (1.4) | 150 (10.3) NA NA 200 (93) | 557 (252) | 28
3/4" | 8362A406H1C1 - Dual Solenoid 90° Solenoid | 13.0 (11.2) | 20 (1.4) | 150 (10.3) | N/A N/A 200 (93) | 11.77 (5.34) | 31
3/4" - 8362AE06H1C1 Dual Solenoid 90° Solenoid | 13.0 (11.2) [ 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 12.68 (5.75) | 31
1" 8362A506H1C1 - Dual Solenoid 90° Solenoid | 15.5 (13.4) | 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 15.12 (6.86) 31
1 - 8362AF06H1CT Dual Solenoid 90° Solenoid | 155 (13.4) | 20 (1.4) | 150 (10.3) | N/A N/A 200 (93) | 16.71 (7.58) | 31
3/4" | 8562A406H1C1 - Dual Solenoid 90° Solenoid | 13.0 (11.2) [ 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 14.61(6.63) | 32
3/4" - 8562AE06H1C1 Dual Solenoid 90° Solenoid | 13.0 (11.2) [ 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 15.51 (7.04) 32
1" 8562A506H1C1 - Dual Solenoid 90° Solenoid | 15.5 (13.4) [ 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 13.24 (6.01) 32
1" - 8562AF06H1C1 Dual Solenoid 90° Solenoid | 15.5 (13.4) [ 20 (1.4) | 150 (10.3) N/A N/A 200 (93) | 14.83 (6.73) | 32
@ Please refer to the How to Order section to complete base catalog number selection. @ 1/4", 3/8", and 1/2" brass and stainless steel valves can be used as selector valves with two different input pressures with no
@ MOPD values specified are for Compact Low Power versions (1.8 W). change to existing ratings. 3/4" and 1" valves can be used as selectors with LTNBR versions limited to -31°F (-35°C). In a selector
Please visit our website to obtain MOPD’s per all solenoid types. valve, one pressure is applied to Port 1 and another pressure applied to Port 3. Operating the valve allows the user to select
® Maximum fluid temperature cannot exceed solenoid fluid temperature. which input pressure will flow through Port 2. Port 2 will always be pressurized. Consult I& M sheet for more information.
&
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iéi.Es ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Specifications English units (Metric)

Main Operating External Pilot
Pressure Differential Pressure Max Product
Pipe Base Catalog Number ® psi (bar) @ psi (bar) @ Fluid Weight
Size Solenoid Flow Temp. ® Const.
(in) | Stainless Steel | Brass Function ® i { Cv (Kv) Min. | Max. Min. | Max. °F(°C) Ibs (kgs) Ref.
5/2 - Externally Piloted
1/4" | 8562A101H131 - Single Solenoid/Spring Return Straight 20(1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)[ 200 (93) | 3.61 (1.64) | 13
1/4" | 8562A102H131 - Single Solenoid,Palm Button /Spring Return Straight 2.0(1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 3.92 (1.78) 14
1/4" | 8562A104H131 - Single Solenoid With Latching/Spring Return Straight 2.0(1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 3.96 (1.8) 15
1/4" | 8562A105H131 - Single Solenoid, Palm Button With Latching/Spring Return Straight 20(1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 3.99 (1.81) 16
1/4" | 8562A102H131 - Single Solenoid,Palm Button /Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 4.38 (1.99) 18
1/4" | 8562A104H131 - Single Solenoid With Latching/Spring Return 90" Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 5.11 (2.32) 19
1/4" | 8562A105H131 - Single Solenoid, Palm Button With Latching/Spring Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 5.04 (2.29) 20
1/4" | 8562A101H131 - Single Solenoid/Spring Return 90" Solenoid | 2.0 (1.7) 0 150 (10.3) | 25 (1.7) [150 (10.3)| 200 (93) | 443 (2.01) | 17
1/4" - 8562BA0TH131 Single Solenoid/Spring Return 90° Solenoid | 1.8 (1.55) 0 150 (10.3) |40 (2.8) |150 (10.3)| 200 (93) | 2.55 (1.16) | 40
1/4" | 8562A141H131 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 4.06 (1.84) 34
1/4" - 8562BA41H131 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 1.8 (1.55) 0 150 (10.3) |25 (1.7) (150 (10.3)| 200 (93) | 3.52 (1.60) 36
1/4" | 8562A161H131 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) |150 (10.3)| 200 (93) | 4.06 (1.84) | 34
1/4" - 8562BA61H131 Solenoid Spring Return, Latches In Energized Position 90" Solenoid | 1.8 (1.55) 0 150 (10.3) |40 (2.8) [150 (10.3)| 200 (93) | 3.52 (1.60) 36
1/4" | 8562A181H131 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.7) [150 (10.3)| 200 (93) | 4.06 (1.84) 34
1/4" - 8562BA81H131 Solenoid Spring Return, Latches In De-energized Position - No Voltage Release 90° Solenoid | 1.8 (1.55) 0 150 (10.3) |40 (2.8) {150 (10.3)| 200 (93) | 3.52 (1.60) | 36
3/8" | 8562A201H131 - Single Solenoid/Spring Return 90° Solenoid | 4.0 (3.5) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 3.98 (1.8) 26
3/8" | 8562A241H131 - Solenoid, Manual Lever Return, Latches In Energized Position 90" Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 3.75 (1.70) 38
3/8" | 8562A261H131 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 3.75(1.70) | 38
3/8" | 8562A281H131 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 3.75 (1.70) 38
3/8" - 8562AC01H131 Single Solenoid/Spring Return 90° Solenoid | 4.0 (3.5) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 4.72 (2.14) 26
(72} 3/8" - 8562AC41H131 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 4.58 (2.08) 38
; 3/8" - 8562AC61H131 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 4.0 (3.5) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 4.58 (2.08) | 38
e 3/8" - 8562AC81H131 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 4.0 (3.5) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 4.58 (2.08) 38
L 1/2" | 8562A301H131 - Single Solenoid/Spring Return 90° Solenoid | 5.8 (5.0) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 3.87 (1.75) 26
% 1/2" | 8562A341H131 - Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.8 (5.0) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 3.75(1.70) | 38
2 1/2" | 8562A361H131 - Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.8 (5.0) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 3.75(1.70) | 38
o 1/2" | 8562A381H131 - Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.8 (5.0) 0 200 (13.8) |40 (2.8) {150 (10.3)| 200 (93) | 3.75 (1.70) 38
Ly (12 - 8562AD0TH131 Single Solenoid/Spring Return 90° Solenoid | 5.3 (4.6) 0 200 (13.8) |40 (2.8) [150 (10.3)| 200 (93) | 4.55 (2.06) | 26
172" - 8562AD41H131 Solenoid, Manual Lever Return, Latches In Energized Position 90° Solenoid | 5.3 (4.6) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 4.58 (2.08) 38
1/2" - 8562AD61H131 Solenoid Spring Return, Latches In Energized Position 90° Solenoid | 5.3 (4.6) 0 200 (13.8) |40 (2.8) |150 (10.3)| 200 (93) | 4.58 (2.08) | 38
1/2" - 8562AD81H131 | Solenoid Spring Return, Latches In De-energized Position - No Voltage Release | 90° Solenoid | 5.3 (4.6) 0 200 (13.8) | 40 (2.8) (150 (10.3)| 200 (93) | 4.58 (2.08) 38
3/4" | 8562A401H131 - Single Solenoid/Spring Return 90" Solenoid | 13.0 (11.2) 0 200 (13.8) |50 (3.4)|150 (10.3)| 200 (93) [13.92 (6.31)| 30
3/4" - 8562AE01H131 Single Solenoid/Spring Return 90° Solenoid | 13.0 (11.2) 0 200 (13.8) |50 (3.4)|150 (10.3)| 200 (93) | 15.5(7.03) | 30
1" | 8562A501H131 - Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) 0 200 (13.8) |50 (3.4)|150 (10.3)| 200 (93) [13.41(6.08)| 30
1" - 8562AF01H131 Single Solenoid/Spring Return 90° Solenoid | 15.5 (13.4) 0 200 (13.8) |50 (3.4)[150 (10.3)( 200 (93) |14.82 (6.72)| 30
3/8" | 8362A206H131 - Dual Solenoid 90° Solenoid | 4.8 (4.1) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) | 4.56 (2.06) 27
3/8" - 8362AC06H131 Dual Solenoid 90° Solenoid | 4.0 (3.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) | 5.04 (2.28) 27
1/2" | 8362A306H131 - Dual Solenoid 90° Solenoid | 5.6 (4.8) 0 200 (13.8) |20 (1.4) [150 (10.3)| 200 (93) | 4.49 (2.03) | 27
1/2" - 8362AD06H131 Dual Solenoid 90° Solenoid | 5.0 (4.3) 0 200 (13.8) |20 (1.4)|150 (10.3)| 200 (93) | 4.93 (2.23) 27
3/8" | 8562A206H131 - Dual Solenoid 90° Solenoid | 4.8 (4.1) 0 200 (13.8) | 20 (1.4) [150 (10.3)[ 200 (93) | 5.12 (2.32) 28
3/8" - 8562AC06H131 Dual Solenoid 90° Solenoid | 4.0 (3.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) | 5.74 (2.6) 28
1/2" | 8562A306H131 - Dual Solenoid 90° Solenoid | 5.6 (4.8) 0 200 (13.8) |20 (1.4) [150 (10.3)| 200 (93) | 5.01 (2.27) | 28
1/2" - 8562AD06H131 Dual Solenoid 90° Solenoid | 5.0 (4.3) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) | 5.57 (2.52) 28
3/4" | 8362A406H131 - Dual Solenoid 90° Solenoid | 13.0 (11.2) 0 200 (13.8) |20 (1.4) [150 (10.3)| 200 (93) [11.77 (5.34)| 31
3/4" - 8362AE06H131 Dual Solenoid 90° Solenoid | 13.0 (11.2) 0 200 (13.8) |20 (1.4) [150 (10.3)| 200 (93) |12.68 (5.75)| 31
1" | 8362A506H131 - Dual Solenoid 90" Solenoid | 15.5 (13.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) [15.12(6.86) | 31
1" - 8362AF06H131 Dual Solenoid 90° Solenoid | 15.5 (13.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) [16.71(7.58)| 31
3/4" | 8562A406H131 - Dual Solenoid 90° Solenoid | 13.0 (11.2) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) [14.61(6.63)| 32
3/4" - 8562AE06H131 Dual Solenoid 90° Solenoid | 13.0 (11.2) 0 200 (13.8) |20 (1.4) [150 (10.3)| 200 (93) [16.73 (7.59)| 32
1" | 8562A506H131 - Dual Solenoid 90° Solenoid | 15.5 (13.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) |14.45(6.56) | 32
1 - 8562AF06H131 Dual Solenoid 90° Solenoid | 15.5 (13.4) 0 200 (13.8) |20 (1.4) |150 (10.3)| 200 (93) [16.05(7.28)| 32
5/2 - Detent/Internally Piloted
1/4" | 8562A106H1G1 - Dual Solenoid Straight 2.0(1.7) 15 (1.0) 150 (10.3) N/A N/A 200 (93) | 6.08 (2.76) 21
1/4" | 8562A103H1G1 - Single Solenoid, Palm Button/Manual Return Straight 20(1.7) 25 (1.8) 150 (10.3) N/A N/A 200 (93) | 4.10 (1.86) 22
1/4" | 8562A106H1G1 - Dual Solenoid 90° Solenoid | 2.0 (1.7) 15(1.0) | 150 (10.3) | N/A N/A 200 (93) | 6.08 (2.76) 23
1/4" - 8562BA06H1G1 Dual Solenoid 90° Solenoid | 1.8 (1.55) 15 (1.0) 150 (10.3) N/A N/A 200 (93) | 3.67 (1.67) 41
1/4" | 8562A103H1G1 - Single Solenoid, Palm Button/Manual Return 90° Solenoid | 2.0 (1.7) 25 (1.8) 150 (10.3) N/A N/A 200 (93) | 4.10 (1.86) 24
5/2 - Detent/Externally Piloted
1/4" | 8562A106H171 - Dual Solenoid Straight 2.0 (1.7) 0 150 (10.3) |15 (1.0)[150 (10.3)[ 200 (93) [ 6.08 (2.76) [ 21
1/4" | 8562A103H171 - Single Solenoid, Palm Button/Manual Return Straight 2.0(1.7) 0 150 (10.3) |25 (1.8) (150 (10.3)| 200 (93) | 4.10 (1.86) 22
1/4" | 8562A106H171 - Dual Solenoid 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |15 (1.0) {150 (10.3)| 200 (93) | 6.08 (2.76) 23
1/4" - 8562BA06H171 Dual Solenoid 90° Solenoid | 1.8 (1.55) 0 150 (10.3) | 15 (1.0) |150 (10.3)| 200 (93) | 3.67 (1.67) | 42
1/4" | 8562A103H171 - Single Solenoid, Palm Button/Manual Return 90° Solenoid | 2.0 (1.7) 0 150 (10.3) |25 (1.8) [150 (10.3)| 200 (93) | 4.10 (1.86) 24
@ Please refer to the How to Order section to complete base catalog number selection. @ 1/4",3/8", and 1/2" brass and stainless steel valves can be used as selector valves with two different input pressures with no
@ MOPD values specified are for Compact Low Power versions (1.8 W). change to existing ratings. 3/4" and 1" valves can be used as selectors with LTNBR versions limited to -31°F (-35°C). In a selector
Please visit our website to obtain MOPD’s per all solenoid types. valve, one pressure is applied to Port 1 and another pressure applied to Port 3. Operating the valve allows the user to select
® Maximum fluid temperature cannot exceed solenoid fluid temperature. which input pressure will flow through Port 2. Port 2 will always be pressurized. Consult I& M sheet for more information.
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ASCO™ Spool Valves sm?éé

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562

Dimensions: inches (mm)

Const. Ref. 1

(e NC INTERNAL PILOT
81 +— 81 2
[205] [20.6]
[10.3] ‘
6437] ‘ PORT2 13
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\

e K(/\ ‘ :
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1/4" PIPE THREAD
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56
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Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.
Const. Ref. 2
e
331 81 NC INTERNAL PILOT
(842 ] [20.6] 2
41 ——
[10.3]
©1.00 1.13 56 PORT 2 .17 @
25) 12851 [143] [44] 13
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=|
w e A 1 HOHE - ?
H I ‘jﬁﬂ) 150
L ) _l@l i [Tl y[; \/ &/
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. CONDUIT IJ]:l
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Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.
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iéi.gs ASCO™ Spool Valves

362[562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 3

5.92
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NC EXTERNAL PILOT
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& g e 3
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Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

Const. Ref. 4
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Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.
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ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

312
SERIES
362/562

Dimensions: inches (mm)

272

Const. Ref. 5

&
— 81 —— 81
(20 21
017 — |41+ fpoRT2
4] \ ]
3PLACES
B PR 51
‘ 56 L]
el

N
&/

|
I

OS] |
1= L L

114" PIPE THREAD.
3PLACES

PORT 1 J PORT3:

k41
it

7/
PORT2 & %==%
MOUNTING HOLE

298
(761

@)

§ 303
i
;’

1.80
(48]

| 2

SPRING ENDCAP/ 222

18

ANPT
FOR EXTERNAL PILOT ONLY

352
(90]

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

620

Const. Ref. 6

[1s7]

1133

331 81

(84] 1] -‘
s .
]

PORT2
.17
5 — ]
™ SPLACES

—
I -
o181 113§ @10 \bﬁ AN
[46)  [29] 28] ): :
! i %L sigiminPN :
= ol J
2 &
1/4" PIPE THREAD MOUNTING HOLE
3PLACES J L
4
PORT 1 [10) PORTS
528 9% (-
[133] [25]
303
@
RETURN END CAP &y

1.80
= 116] 204

== 1]

T
L Z

52]

s NN

256
[65]

473
[120]

1/8" ANPT
FOR EXTERNAL PILOT ONLY

6.03
[183]

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

77)
203
51

M
(L]

302

112NPT

lw)

s

o7
[129]

NC INTERNAL PILOT
2

gy

13
NC EXTERNAL PILOT

Ll
=]
=
o
Ll
7]
-
=
o
Ll
o
7]

NC INTERNAL PILOT
2

NC EXTERNAL PILOT
2

Sl

3

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726

S
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iéi.gs ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 7

E T
4]
PORT2—\ ~ = 41 NC EXTERNAL PILOT

Q17
t “ L
14 3 PLACES —
; A et | 1
113 JJEWO 1 3
[29] [25)
i i ylnip

LT
B BN [

5
¢ L
PORT2 & T
114" PIPE THREAD MOUNTING HOLE
3PLACES J L

PORT1 0] PORT3

. NC INTERNAL PILOT

302
m

: 98 - 208
[1o1] [25] i1l

303
[t

1T
il

7 491 (638(162]
[125] WITH MANUAL
OPERATOR)

@TBI] 231 ey

WITHMANUAL  [59]

RETURN END CAP

e
Y

o=
D

1.80
(48]

|
[ 2
=/

Gl il S

— 131 —=f

1] ‘

=
%)
m
)
=
=]
m

1/8° ANPT
FOR EXTERNAL PILOT ONLY

347
(8]

4.78 1
(121]

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

Const. Ref. 8

3.31 81
84] [21]

PORT2 ~ ~| = 41 NC INTERNAL PILOT
[' 110] . 2

017
i o
3PLACES —
‘ T —” 7 13
o181 @1.00 (=) 1.13
[ N =] @]
L ' 4 o] = . NC EXTERNAL PILOT
T == T A
PORT28
114" PIPE THRE MOUNTING HOLE
3PLACES L i
13
PORT - 4 PORT3
[10]
3.02
[77]
523 98 féﬁ
[133] 25]
3.03
[ I
RETURN END CAP- a 507 (6.54[166]
[129] WITH MANUAL
/ OPERATOR)
= @78196] 231 1T
WITH MANUAL  [59]
M OPERATOR)
(TASEE
R 2w | T
256 1/8" ANPT
[65] FOR EXTERNAL PILOT ONLY
4.73
[120]
6.03
[153)

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

S
&
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ASCO™ Spool Valves e
Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562

Dimensions: inches (mm)
Const. Ref. 9

709
180] NC INTERNAL PILOT

2 81
713] [2086] 2

a1 — '
{103

2100 4 113 56 PORT2 .17

125] 6] 1431 N 44

/ JPLACéS 1 3

= .
‘ ‘ ~ 1 I ) 8 NC EXTERNAL PILOT
Ui | 1 2
| A2 -
- e T i
!
e, "\ peseeneco T3
PORT 1 ORT 3

CONDUIT-

112 NPT —
118" ANPT

FOR EXTERNAL PILOT ONLY

NOTE2

RETURN END CAP
ﬂh\ﬂﬁ ‘ I =L
W % L QD

Prlleie b

L
J e
o= [ e 19 E
117 147 5] L
281 81
10 21] :’
464 =T
(118 —
s (X3
522 w
133 o
5.90 303 xn
150] i

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

Const. Ref. 10

6.12
[156]
15 NC INTERNAL PILOT
281 L g 2
71 21 -‘ '
PORT2~ = = 41
110]
5 a47
14 PLACl[EAS] \ ‘ I 13
3 p—
T T T A ] NC EXTERNAL PILOT
o181 113§ ©1.0 (AN 2
6] 29 25) .
i i u &l ‘ I . .
U= | 5 j
¢ 1

PORT 2 & 13
14 PIPE THREAD MOUNTING HOLE
3PLACES .J L PORT3

4
PORT 1 T10)

- wl
515 98
131] 28] 203
[51]

RETURN END CAP

‘ fi

—— [ NPT/

507
[129]

) 204

TN\
L —

b 118 ANPT
FOR EXTERNAL PILOT ONLY

464

(itg)

59
[151] [41]

Note: For Normally Open constructions the operator and return end cap are switched with respect to ports 1 & 3.

S
&0

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726 EMERSON. 11



=
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m
)
=
=]
m

312
SERIES
362/562

ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)

Const. Ref. 11

NO EXTERNAL PILOT
531 —— 81 2
RES) ‘ 206] .
[109] (103
i A i
— & PORT2 3
2PLACES
e e NC EXTERNAL PILOT

1.95 - [

2vlates il L
= AT

Hea
i

NO INTERNAL PILOT

Al

3

NC INTERNAL PILOT

2 2
1 i ; 1 %
13 13

LS
J
%w‘ PIPE THREAD
t 3PLACES
PORT2 &
PORT1 MOUNTING HOLE PORT3
/ 5‘122‘ [™——conourr {
CONDUIT: 112 NPT
112 NPT [39?]9 -
——
— 2 [ i\ 3.02
;ﬁ; A /& T [37% T o
( D - 2PLACES
iy éﬁf J L N
= M=
67
(17 1.95
[50]
303 + 68 303
[77] il 7]
2PLACES
228 81 = 18 ANPT
58] f21] FOR EXTERNAL PILOT ONLY
2PLACES
369
[04]
Const. Ref. 12
251 81
(63.6] [20.6]
s NO EXTERNAL PILOT NO INTERNAL PILOT
138] 2 2
/W 3 L AN ! \ ¥ T
L _"__\L 13 13
—/ I = NC EXTERNAL PILOT NC INTERNAL PILOT
h\ 7 LIS TRy 2 2
e )/ - § .
PORT2 &
MOUNTING HOLE t i
PORT1 PORT3 T3 T3
h 302
[77]
2PLACES
[~ 208 —=
f~— 98 344 9% [51]
[25] (88] [25] 2 PLACES
@ 4
Y |
[123]
231 2 PLACES
59]
i' 2PLACES
1.80
[46]
2PLACES \
118" ANPT
FOR EXTERNAL PILOT ONLY
2PLACES
.
&7

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726

12 EMERSON.



ASCO™ Spool Valves

32

5
1

SERIES
Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562
Dimensions: inches (mm)
Const. Ref. 13
i
81 [_7“ [373? ] 1
120561 ‘ [ [331;
'zg‘s] L
[103] \
PORT 3 [POHTW PORT 5 ’— “5461”
| AR Rl 7 |
: EHOHT—) T
[50] L 41
| 7 & AT D |
¢ INTERNAL PILOT
PORT 2 ot & PORT 4 2 4
Il Syt
3PLACES ]
3

coNDuIT
/ 12 NPT

(|

|19
il

%

=

3.03

8
2

1
[21]

3.60
192]

7

428
[109]

Const. Ref. 14

7.98
(203

81
206]

554
[141]

372 ————

A
@

163 ©1.81

[46]

| [945]
81
208] |
A1 —_— =
3] |
PORT3 PORT1 ,~PORTS 21.00
[25]
56 1.13
[143] [2856]
gﬁ W Heo 0
7y, |
A TEE
= = t~{ l
| L] -
¢
PORT2 PORT 4
PORT18
© .17 —/ MOUNTINGHOLE ‘= 1/4" PIPE THREAD
44 5PLACES
3PLACES

CONDUIT
‘ / 12'NPT

3.03

e
:51/.
ﬂg
=)

\Z

81
[21]

771

67
(7

EXTERNAL PILOT

gl f

4

| S A5 w
3 1 =
oc
Ll
(7]
|
=
(]
Ll
o.
(7]
INTERNAL PILOT
2 4
@V 5
31
EXTERNAL PILOT
EAUIWA
i A5
31

3.02
mn

195
50)

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726
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s ASCO™ Spoo|4ya1 I\I/\lepi

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/

Dimensions: inches (mm)

Const. Ref. 15

e INTERNAL PILOT
?29] 2 4
109
- [ & @g\/\/\/
[206] 627]
\180‘51 ‘ v 5
‘.41 ‘4> 3 1
103
PORT3 PORT1 PORT 5 EXTERNAL PILOT
/7 56 2 4
| [143] o
— AP B AT
! 5
195 & ﬁ_\ & I \?\ 21.00 [m] 163 571
(50 Q_//}L L1 I \];;{ f] ¢ (414
‘ i = |
¢
PORT2 PORT1 & PORT 4
MOUNTING HOLE
2.7 1/4" PIPE THREAD
[44] SPLACES
3PLACES
CONDUIT
'J]:' /wzw
(7] 202 ——
4 51 ___ 158 30
5 o L T ASC =3 a0) ; pe
= 7 \
2 [ A -
2] -
= == b || e P |
= -
. 67
= ) i S .
81 247
21] 63]
486
na)
303 554
77] 141]
Const. Ref. 16
7.98
[203]
o INTERNAL PILOT
81 372 2 4
206] [945] T
81 f
(206 ] ‘
41— I~ v 5
[10.3] ‘ 31
PORT 3 PORT 1 PORT 5 r GTZEBJO
w s EXTERNAI:)PILOT
[143] [286] v 4
f*@(ﬁl}%ﬁ ol Hrm 1 =m=—1 m@fw
195 / M I /LT{):K 181 ! v 5
150) \\ il I \]; j 146] 31
| rs a |
PORT 2 ¢t PORT 4
PORT1 &
017 MOUNTING HOLE 1/4" PIPE THREAD
[44] 5PLACES
3PLACES

'Jl:. conpuiT
112" NPT
{ ‘ M S
202 [T =l
[51]
— o /i \
= T

3.02
3.02
a0z ‘ lia) 7
ﬂ N
87
{17 195
1501
3.03 6.79
7] [173]
&
&5

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726

14 EMERSON.



ASCO™ Spool Valves 3/2

SERIES
Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562

Dimensions: inches (mm)

Const. Ref. 17

1501 INTERNAL PILOT
81— 121 — 2 4
[21] B1]
o @%M
- o
£ T & 7 sageEee y3°
/'PORTS /'FO‘RT! PORT 5
= \ EXTERNAL PILOT
\ ‘ iy = 24
f ] | P
"E// M s e
Q/ [29] [41]
| ' Y4°®
31
\—
PO
PORT 2 MOUNTING HOLE
017
4 [44]
(o 3 PLACES
302
% 353 7
[25] [90] ———1203
151)
3.03
(7]
(V¥ )
4.83 u
[123] S
o
232 Ll
(59 «x»
|
=
o
i &
{ [
1/8" ANP
FOR EXTERNAL PILOT ONLY 433
[110]
Const. Ref. 18
o INTERNAL PILOT
-~ .81 372 2 4
1] (94
Jar -
FF:F f10] @Q\/\/\/
— 8 —r 81 — r1/4"PIPE THREAD Y 5
21] 21 5PLACES 31
PORT3 | ~PORT 1 PORT 5
= / / _ EXTERNAL PILOT
W Tyl = : 24
T J‘“ | = T 56 \
| o100 [14] 445
1) v JL }k 129 29]
| gLy LE L] ' ye°
[N ] -
!
PORT 2 PORT 1& PORT 4
MOUNTING HOLE
41 L Q.17
[10] (4.4]
3 PLACES
- .98 6.04 302
[25] [183] i
203
51
3.03
7] Il
1]
5.07
/ [129]
F :! oup VNPT
‘ B 159]

—
1.80 7=
W ¢
256 ——=
65]
1/8" ANPT
FOR EXTERNAL PILOT ONLY 6.84

[41]

.,
&

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726 EMERSON. 15



7]
-]
m
(x]
=
=
%)
m
)
=
=]
m

312
SERIES
362/562

ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)

Const. Ref. 19

r INTERNAL PILOT
81 2 247 —— 2 4
) &) T
zz= P
e e vas
/'POHTS /'PDRTI /'PORTS 3 1
s T J‘H |VFL — : ‘ EXTERNALQPILO‘I"‘
X T s
—a— {11 om 1 1
S JL E‘f’i I
T INAL L i vAs
N J%f N 81
PORT 2 PORT 1& PORT 4
UNTING HOLE
1/4" PIPE THREAD J 4 L Q.17
5PLACES 10 144
3 PLACES
| 98 479
125 n22 f——— 302
[l
[
(511
303
[w]
401
(1261
— éz 205 =
1.80 ’% ?
[46) i
L 131 —=
Bl
1/8" ANPT-
FOR EXTERNAL PILOT ONLY ; 559
42
Const. Ref. 20
~— .81 372
& i INTERNAL PILOT
= 4 2 4
Rl fio] T
[ 81— 81 — 14 PPETHREAD @
il il 5PLACES
/PORTS /POHﬂ PORT5 74 5
== 31
IFesTl | = | ;
: Pl W A EXTERNAL PILOT
o100 M 113 s
foit c: JL @i 12T1 — B % E —
‘ 129 N - 1 5
U v
PORT2 PORT 1& PORT4 S
(OUNTING HOLE
-4 " Q.17
110] ¢4
3 PLACES
3.02
2 i i
1 B
3.03
177] il
]
07
;;;’ omp VNPT [129]
‘ é . (59
== AREDe &
S Eilire @) i
| Rl =R

1/8" ANPT
FOR EXTERNAL PILOT ONLY

256
[65]

6.84
(174]

&,
&

EMERSON.
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ASCO™ Spool Valves sm?éé

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562

Dimensions: inches (mm)
Const. Ref. 21

INTERNAL PILOT
2 o 7
429 | T e I
[109] [103
81 ‘
20.6
e 185 —=t . g 1 5
e EXTERNAL PILOT
[143] 286 | 2 4
‘ = o = \ EEIE[ ¥
2 7, rilindlL 7z B S
N a ) > .
Tl e
PORT2 ¢ PORT 4 — 163
PORT1 & 11
o017 MOUNTING HOLE 1/4" PIPE THREAD
[44] 5 PLACES
3PLACES
5.76 ‘
o | 146 ‘ e
202
2o —=
s i = | se2 )
T " : T 2PLACES o =
L Y 7; Y 7 N2 &
(IR amsZal) 2
L X =
=
(]
| L e ] &
@ 150] 5
(7]
303 68 303
It (] i
2pLACES
226 3
e 21l
450
[114]
Const. Ref. 22
7.90
7 INTERNAL PILOT

546
[139]

2 4
81
1206 5
41 - 31
[103
PORT3 PORT1 /— PORTS EXTERNAL PILOT
/ . 2 4
- 1.13 ©1.00
[143] [286] [25] M
[ [ %l:

| AR | ] T
o T
‘l] Y P

o181
¢

(48]

T

F

PORT 2 PORT1 & PORT 4
MOUNTING HOLE
217 114" PIPE THREAD
[44] 5 PLAGES
3PLACES

'Jl:. CONDUIT M
/ 112" NPT

i i\ 3.02

;“ 7]

J\l &/
Lml N

1471 195
150]

202
51

=

81
[21) [82]

S
&0

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726 EMERSON. 17



iéi.gs ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 23

INTERNAL PILOT
2 4
[63.1 [20.6]
1.48
v
el { ‘PORTB PORT 1 'ORT 5 3 1 5
56 =
[143] /A ﬁ I A EXTERNAL PILOT
* T / At T 2 4
(286 ]
| =il ! L5
= ) LS 31
F N | 9SSV
PORT2 PORT1 &
MOUNTING HOLE 3.02
[77]
2PLACES
- 98 4.26 98 =
(25] [108] [25] h 203 —*
151]
2PLACES
3.03
177]
2PLACES - T
483
[123] -
(7] 2PLACES 232
) [59)
m 2PLACES
(=}
=
-
o 1.80 T
m 146]
2 2PLACES \
5 ;/g"ANPT
m A PLAECXETSERNAL PILOT ONLY
f—— 231 ——=
1%0]
456
[118]
5.86
[149]
Const. Ref. 24
596
51]
~ 81 321
p i‘] 82] INTERNAL PILOT
#ﬁﬁ (10] 2 4
81+ 8t 114" PIPE THREAD .
F[m] 21 W 5PLACES
PORT3 PORT 1 PORTS
= v A S
‘ : L7 T e f . ‘ 31
I T 56
163 3 i 0100 14 113 gy EXTERNAL PILOT
141) NG 25 77 o pg) 2 4
RS ] 3
¢ ! 5
v
PORT2 o oLe - PORT¢ 31
ak S;{
110] 3PLACES
3.02
98 59 )
[25] [151] 203
[51]
303
[77] [T
il
5.07
12" NPT/ e
32
[59]
2 1
| L/ W)
1/8" ANPT me —
FOR EXTERNAL PILOT ONLY [47]

&,
&

18 EMERSON. Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726



ASCO™ Spool Valves sm?éé

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT 362/562

Dimensions: inches (mm)
Const. Ref. 25

NO INTERNAL PILOT

[51335‘] Eﬂ a i
W G e
[0725 »[‘6761~ PORT 2 NO EXTERNAL PILOT
3PLACES 2
g S=\)
T iSy/Ian
;AL S -
P
iy ) o
[40] L |
\ — /o | \\ y NC INTERNAL PILOT
T BN 327 2
3 = 163] o
¢ [51]
PORT 1 O 2 oLE PORT3
. 13
el NC EXTERNAL PILOT
2
-
= -
13
N 5
118" NPT VNPT
FOR EXTERNAL
PILOT ONLY g
315
= = 801 =
oo i &
e 1[1 T /\ E‘]D 2
[36)
GP[LZ:]CES 72 \\J &_/ =
[ = | | | | — &) (=]
= = = s e}
o.
230 144 —— — 98 — 140 J ]
[58] £yl 25 (36]
oo 6
6.26
[159]
Const. Ref. 26
INTERNAL PILOT

JL ) A 2 4
673 @;
3.02 i 144 g v 5
7 1#7] 31
PORT 4 - 72 PORT 2
el EXTERNAL PILOT
2
[[# g

T
SEwicd “ gt ]
it /\ ] = = ! vas
g %K/ ] \@\7 j - 31

i

Wi

303

A
J

~Sa]

wi
1 200 ——
51
PORTS PORT1~/ PORT1 & PORT3
MOUNTING HOLE
66 028
(17 7.1
308 | 131 3PLACES
78] 33]
500
[127]
112 NPT
118 NPT
F FOR EXTERNAL
PILOT ONLY 315
80]
==
P
52
(52 ‘[‘ 140 J [(Q;<r/_\\\‘\ -
28 T 36] I\ RS ]
3PLACES 72 h N\
g L o ) )
= (L RSA T A T
230 144 14— — o8 uDJ
58] 37 187) [25] [36]
48 252
[190] 164
772
[196]

.,
&

Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726 EMERSON. 19



iéi.gs ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
- . Const. Ref. 27

60] 83 INTERNAL PILOT EXTERNAL PILOT

0.28 2 ,
13 13

[71]
3PLACES
66 |-

T ag
%%

1l

) :
o B[P

2PLACES

IN—

w7\ X2
| S=v
1
¢
PORT 1 PORT2 & PORT3
MOUNTING HOLE
72
[18]
791

[201]

4.55
[116]
500
18" NPT 127]
FOR EXTERNAL \ 2PLACES
q 12/ NPT
H .

T

PILOT ONLY
2PLACES

[ 140
[36]
2PLACES

2PLACES 180]
2PLACES

i

111 i
28] 72
3PLACES  [18]
T T

7]
-]
m
(x]
=
-
%)
m
)
=
=]
m

[
2PLACES

252 —
64

Const. Ref. 28

oz 7 INTERNAL PILOT EXTERNAL PILOT
7.1
A

2 kb 5
SPLACES - 72 PORT2
S = VAG i < 5 o
31 3

1

D
i [ [#] & [\ erses
T = = IS =
A - = AR pming = \ 2PLACES
@ T Tl v
* 7/

POR
MOUNTING HOLE

66
(17
—— 308 131
(78] 33]

791

[201]

599

[152]

= =
118" NPT 500
FOR EXTERNAL [127]
PILOT ONLY 112" NPT 2PLACES
2 PLACES 2PLACES 445
‘ = pu= 1801
1.41 i [ 140 [ | 2 PLACES
w3 M
3PLACES  [18] 2PLACES 4
T T N J
F— 230 144 144~ 140
[58] 137 1371 136]
148 2PLACES
119%0] 252 —

164]

S
&

20 EMERSON. Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726



ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

312
SERIES
362/562

Dimensions: inches (mm)

Const. Ref. 29

NO INTERNAL PILOT

2
—_— Ai
13
T NO EXTERNAL PILOT
2
150
38] m= s
300 | 3 |
[76] | X
13
NC INTERNAL PILOT
39 2
PORT 1 PORT2 & PORT3 199]
MOUNTING HOLE
- 150
38] &Y
I NC EXTERNAL PILOT
= 2
. L 118" NPT N\l
= FOR EXTERNAL PILOT ONLY U 12 NPT s o2 w
> 79 [157)
M% ‘ qu\i { " jz Ly 13
32 )
e @@ ~ =
1 | L
330 300 — Lio 4
84] [76] 25] 59]
9.60 2 PLACES
244] 375
9.76 [95]
[248]
Const. Ref. 30
480 3.00
[122] [76]
PORT 4 — 1.50 PORT 2 INTERNAL PILOT
[38] / bl 4
e @%M
\N%
L] VA
VASY, p 37
T I [{‘;& EXTERNAL PILOT
150 ﬁ\m 4 % 2 4
IRTdll oA 1]
I ParY 4
e RO | R | R sly
31
¢
PORT5 PORT1~/ PORT1 & PORT3
MOUNTING HOLE
150 ou 39
38] [105] 9l
480 3.00 3PLACES @
[122] [76] E 1/2" NPT —
‘
1/8" NPT
| o FOR EXTERNAL PILOT ONLY 31 6.2
J\\/P - m m ﬂ?& T f T
@ o Vi @
32 7
B . [262?
P Ef - =] l L7
330 300 300 k10
84) 78] 78] [25)
1260 2PLACES
1320] 375
12,76 95]
[324]
&
&
Visit our website at www.Emerson.com/ASCO or contact us at (800) 972-2726 EMERSON. 21
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iéi.gs ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 31

330 3.00 INTERNAL PILOT EXTERNAL PILOT
(84] [76] MANUAL OVERRIDE MANUAL OVERRIDE
041 2 2
[105]
3PLACES
Ty T3
T N
1.50 ‘=m | INTERNAL PILOT EXTERNAL PILOT
[38] 1 S s 2 2
300 } =rh=— |
f =
— _ ASk8 L - ~-J j i
13 13
o
l |\
¢ \ 39
PORT 1 PORT2 & PORT3 [99]
MOUNTING HOLE 2 PLACES
- 150
38]
M
1/8" NPT = T 62
FOR EXTERNAL ;
- - PILOT ONLY ; 112 NPT 2P[1/§(73]ES
T T 2PLACES 2PLACES 3.1
[79]
O 2PLACES
@ . \ . 268 A “
m T T : [68] b i i r
S 12 / 2 PLACES
[31] (I — g
= \ L L
(7]
m 1.0
2 5] 2.30
= 330 300 2 P[Lig!:Es
m 84] [76]
375
8,63
[219) sl
9.60
[244)
9.92
[252)
Const. Ref. 32
480 300 INTERNAL PILOT EXTERNAL PILOT
[122] [76] MANUAL OVERRIDE MANUAL OVERRIDE
PORT4 F— 1.50 PORT 2
S—— A 4 A5
31 > 31
300 7N INTERNAL PILOT EXTERNAL PILOT
[76] 4 3
} :W - QV’ \5»; ' Y 5
31 3 %1
PORT5 PORT1~/ PORT1 & PORT3
MOUNTING HOLE
150
o4
5 [105] 39
480 3.00 3PLACES 199]
122 [76] 2PLACES

112" NPT @
2PLACES

1/8" NPT
FOR EXTERNAL PILOT ONLY
2 PLACES

@ =
G

|

31 62
79 [157]
2PLACES 5 pLACES

268 |

s — 168] —
M 12 2PLACES |
r gt 31
= e = 'y l;

)ﬁ
2
H,
N%

1.0
25]
330 300 300 —— 230
[84] [76] [76] 59
163 2PLACES
[295) 375
1260 [95]
320
} 1291

328)

S
&
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312
SERIES
362/562

ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)

Const. Ref. 33

B TVPELATCH
2 y 2 - 2 - 2 N
w EEJL%J l M ‘
122l 13 13 13 13
INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
2% NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
(171 MANUAL RESET MEANUAL RESET MEANUAL RESET MANUAL RESET
o 61TYPE LATCH
(03] 2 2 2 2
w M Mﬁ
44
3PLACES ! !
56 = 13 13 13 13
[143] . INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
T NTtH MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
;B‘g] [;:m 1 41 TYPE LATCH
RESET, 2 2 2 2
! LT
i eSS ‘
13 13 13 13
114* PIPE THREAD PORT2 & INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
3PLACES MOUNTING HOLE NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
PORT 1 PORTS
BALLKNOB NOT SHOWN IN THIS VIEW
f 5.07 3.02
a0
s 4-| i29) il
p—— 202 ——
T 15t
303
i
] me N
—= i L o
=
CONDUIT
— &
298 (7]
67 = 176]
i e -
f\‘ o FOR EXTERAL PLOTONLY =
A 146] o
WW‘ pra
= l &
wnonseser— | o |
END CHP o 8
290 1 @
(74 [21]
an
0]
562
9]
81 TYPE LATCH
98 —+ t 563
2 (143 4, 4,
512
[130]
81 331 ———————f VAS ! VAS
j 208] 8] 1 1
8 -
[208] INTERNAL PILOT EXTERNAL PILOT
41 = PORT 1 MANUAL RESET MANUAL RESET
103 61 TYPE LATCH
PORT3 PORTS
wa i i
[FT =0 s, @ m
AT | < L5 ‘ v1s
T 1 T
- 113
1286] INTERNAL PILOT EXTERNAL PILOT
1 MANUAL RESET MANUAL RESET
L 56 41 TYPE LATCH
143)
4 4
017
(44]
3PLACES 202 VAS ! vAS
BALLKNOB NOT SHOWN IN THIS VIEW ) T 1
INTERNAL PILOT EXTERNAL PILOT
202 — MANUAL RESET MANUAL RESET
588 (511
_ [149)
308
i
- 598
1152
RN 1
) ACTUATED
118 ANPT —~
FOR EXTERNAL PILOT ONLY LATCHES 1N o7 150
ACTUA | i i)
PUL
SPRING RETURN l
— T
2
g*] 241 ————]
161]
126 - 81 331
2| i 84]
643
— 163 — (18]

[41]
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312
SERIES
362/562

ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 35

[169]

81 TYPE LATCH
2 2 2 2
PORT2& w M
PORT 1
I 13
poRT g IOUNTING HOLE 114" PIPE THREAD T3 [ £
\ ¢ g INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
e _m) 1 RN LA et it et VA et VAA et
—— 51 TvPE LATCH
= | T A "‘ , 2 2 2 2
& - g I } W
ag RESET [286)
B 0 ] i . !
T 3 $3 T3 T
.56 INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
[14 3] NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
. MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
[ St} 0.19[47] 4T TVPE T
[103]  3PLACES 2 2 2 2
290
[738) i
13 13 13 13
INTERNAL PILOT EXTERNAL PILOT INTERNAL PILOT EXTERNAL PILOT
NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
5.05 MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
[128]
302
|
202 ] —_— 307
151] 531 78]
[135) |
| ~—=E[ 594
%) 51)
) —
m J
(=] 12 NPT
CONDUIT
= 1168 ANPT o ! P
1) FOR EXTERNAL B B h 10ATED
PILOT ONLY
m 63 f 2z LATCHES IN
=<} [16] II‘D e |_— MANUAL RESET
= § SPRING RETURN END CAP
(] = L
m
b 24
[61]
[— 330 ———
84
584 il
[148]
81 TYPE LATCH
"
81 5
[206]
81 @ % 5 ! v %
08 206 g g
4 PORT 1 14" PIPE THREAD INTERNAL PILOT EXTERNAL PILOT
“Jics / SPUACES MANUAL RESET MANUAL RESET
PORTS 61 TYPE LATCH
|
/ 4 4
ik AU/ | 5]
J =
v AS ! v AS
1
\ f i INTERNAL PILOT EXTERNAL PILOT
~ il — MANUAL RESET MANUAL RESET
PORT 4
¢ o1 41TYPE LATCH
PORT2 PORT 1 & 7
vounThHOLE [ Kilaces 4 4
3t
84
saq__ FORNOUNTING HOLE
e Y4 i vhs
98
5 i . INTERNAL PILOT EXTERNAL PILOT
w MANUAL RESET MANUAL RESET
20
% ¥
am
W‘ M
i H
conour
112 NPT
1/8' ANPT IRETL
FOREXTERNALPILOT OVLY ; u w
} - AcTire ||
T & Z % LATCHES IN 1o
116]°7] Wiin /a0 AGTUATED Pgsi TiON 8l
I \ N\ S e | | 1
B | B
Lie 241
o17s 5] b
4] ot a1
&1 )
665
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312
SERIES
362/562

ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)

c R f 37 81 TYPE LATCH
onst. Ref. — — P~ ;
T T3 T3 T
) INTERNAL PLOT EXTERNALPILOT INTERNALPLOT EXTERNAL PILOT
67 10 NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
1172 &) MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
61 TYPE LATCH
a8 12 2 2
(s8] (634 2 2
% i i Ei\ Q pa EM
67 PorT2 T3 [ R T3
0z INTERNAL PLOT EXTERNALPILOT INTERNAL PLOT EXTERNAL PILOT
o _ spaid NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
[202] k4 MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
H5—4D TTYPE Lo
TRTB=R : : : :
5o ARABN |
{4 RG] ! f
l = il T3 T3 T3 T3
= INTERNAL PLOT EXTERNAL PILOT INTERNAL PLOT EXTERNAL PLLOT
NORMALLY CLOSED NORMALLY CLOSED NORMALLY OPEN NORMALLY OPEN
‘ MANUAL RESET MANUAL RESET MANUAL RESET MANUAL RESET
SEETABLE PORT 1 PORT3
FOR PIPE THREAD SIZE a3
3PLACES 2 ]
(183) s
31
75
@] R
a0
]
60
152
Ll
MANUAL RESET 32 =]
ENDCAP == gt 80 E
20
f 0 &
11 (72}
28
| l -
, ‘ 1 =
L 50 [&]
g 3 E
S 144
5] X «»
61
[154] '
75
1191)
Const. Ref. 38 T
4, 24,
1 31
INTERNAL PILOT EXTERNAL PILOT
= 2 MANUAL RESET MANUAL RESET
61 TYPE LATCH
4 4
45 144
[115] 155] om
n 3PLACES
[18:3) v A S ! VAS
PORT 4 PORT2 T T
% INTERNAL PILOT EXTERNAL PILOT
[eo. 2]—‘ - ‘ 12 4 = = MANUAL RESET MANUAL RESET
‘ e L a 41 TYPE LATCH
Y | |
5 L 4 E ; ,
e RS r T @ﬁ m@ﬁ
l QJ—‘ [7 VaAS ! vAS
[3 1 1
INTERNAL PILOT EXTERNAL PILOT
MANUAL RESET MANUAL RESET
SEE TABLE: PORTS PORT 1 PORT3
FOR PIPE THREAD SZE %
5PLACES mu a3
46 183
(116] T
30
]
90
230 ‘
30
m |
11—
‘[ T 1 ;CONDU\T
112 NPT
118" ANPT
MANUAL RESET REXTERNAL PILOT ONLY 32
END CAP ¢ == — P== {80]
T 20
11 ‘ O
2] R \ 2]
L,
18 b 30
s
38 144 14
196] [366] [36.6]
75
181]
90
28]
&,
&7
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iéi.gs ASCO™ Spool Valves
362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
Const. Ref. 39

NO INTERNAL PILOT
2

il

114" PIPE THREAD A
PLACES

HONTNG HoLe
¢ / 8 ]
‘ 7J T NO EXTERNAL PILOT

|
& 1 2
9]

i 1.13
+ [285]
] z;z[fz[ % m

T i
Lse A
{143 &Y
19 4
147] =T qogl
3PLACES
81 8
[208) it

30

b by — il
) 20
T u

M,
=

\ CONDUIT
112" NPT

30

#HEIE m

31 118" ANPT- -
w FOR EXTERNAL PILOT ONLY I

: (1 (3
D | Ch 5 1

[ SPRINGENDGAP

19
48]

; AR
i ] L \u1y
| I [
LD!BJ ]
) 29
37
84

Const. Ref. 40
INTERNAL PILOT
2 4
81 2 i 5

[206] 130) 2 ; ; ; 1 3 1; ;I\N\
4 ey
- " EXTERNAL PILOT
\ ‘ ] puor
\ i
[286]
@] 1 TL | . 1
== | ] -
o) ‘E 1/4" PIPE THREAD
spLACES Momé }i’ULE LACES

30
10 ag i
(25 199

M
=

; CONDUIT

112" NPT

ﬂ 30
[l

[373‘] o ‘grgrm ‘
FOR EXTERNAL PILOT ONLY
9‘ 19 [z - i —a
o AN AN e
1 12 — -
121 30] é? 4‘4 ]s
45
[115]

&,
&
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ASCO™ Spool Valves

Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

312
SERIES
362/562

Dimensions: inches (mm)

conpur
112'NPT

Const.

114" PIPE THREAD
3PLACES

PORT2&
MOUNTING HOLE

Ref. 41

CONDUIT
12" NPT

NO EXTERNAL PILOT

2
el [
! A

i
13

NC EXTERNAL PILOT

NO INTERNAL PILOT

2
;L—LZN
1

3

NC INTERNAL PILOT

2 2
13 13

41
inme mil]
27
w
30
177
20 e [;5:’] [?0%]
51— PLACES
2rlates e
1 i ol
2pLACES
i P
1/8" ANPT.
T ;%DFEXETSERNALP\LOTONLY [33‘]
2plACES
O & : ¥ C
ARIN 2pLACES
A\@ﬁ =
! i LA
018 16 Sl
2elites il Blaces
30
75)
55
[140]
2 o INTERNAL PILOT
69] [208) 2 4
conourr conour L
112" NPT 172 NPT
41
103 v 5
31
S | [ [t EXTERNAL PILOT
AT 4
NNl f
1.13 s
C, : 288)
; ‘ 2 | | i vAs5 !
— L e — | 31
a1 PORT 1 & 114" PIPE THREAD
s mggsl MOUNTING HOLE 5PLACES
30
7]
2PLACES
2 o + i
aebiles 2PLACES ]
: I
= 2P[LACES
1 7
1/8" ANPT.
FOR EXTERNAL PILOT ONLY 3
T 1T LT T 2PLACES 78]
2PLACES
O 7~ o €
ﬁ “ ﬁ “ el ZP[LACES
& &Y
25 81 [;gJ
5
o8 164 21 2PLAGES
144 47
2PLACES (119
63
[160)
&
=4
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iéi.gs ASCO™ Spool Valves

362/562 Pilot Operated, Explosion-Proof, Low Power Solenoid Valves | 1/4"- 1" NPT

Dimensions: inches (mm)
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